¥ WEARWELL

RUBBER DP SPONGECOTE®

No. 446

Ergonomics are critical to health and productivity.
A Rubber Diamond Plate surface combined with our
unique Nitricell® sponge delivers optimum anti-fatigue
properties and unmatched performance.

The SBR rubber surface pattern provides
greater Coefficient of Friction than PVC mats.

62°% more dry COF
424° more wet COF

REDUCES THE IMPACT ON
WORKERS’ LEGS AND JOINTS BY OVER 50%

Rubber DP SpongeCote® fights fatigue, repels sparks and delivers more slip prevention and chemical resistance
than traditional PVC mats. The 1/8” surface is bonded to a Nitrile enhanced sponge base that absorbs repeated
compression and bounces back to its original form better than any PVC sponge alternative. Accept no substitutes
in your high-demand welding and industrial applications!

- Greater slip-resistance

- Ignition point of over

+ 500 Fahrenheit

- Unparalleled customization
- Best Nitricell Sponge

- Available in 2 thicknesses

- NSFI Certified

Standard sizes available in 1’ increments up to 75’
Need a custom size, shape or configuration? We have you covered!

SIZE THICKNESS COLOR ITEM NUMBER SIZE THICKNESS COLOR ITEM NUMBER
2'x3 7/8" BK 446.78x2x3BK 2'x3 9/16” BK 446.916x2x3BK
3'x5 7/8" BK 446.78x3x5BK 3'x5 9/16" BK 446.916x3x5BK
3'x 75’ 7/8" BK 446.78x3x75BK 3'x 75’ 9/16" BK 446.916x3x75BK
4'x 75’ 7/8" BK 446.78x4x75BK 4'x75 9/16” BK 446.916x4x75BK
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WELDSAFE®

No. 447

WeldSafe® features a smoother, textured SBR
rubber surface and also has a Ignition point

of over 500° Fahrenheit. Like our Rubber DP
SpongeCote, WeldSafe also features the one and
only Nitricell® sponge that outperforms blown
PVC alternatives.

New and improved thicker mats!
Choose from 11/16” or 1”

THIS SURFACE MATERIAL HAS AN
IGNITION POINT OF OVER 500° FAHRENHEIT

Traditional matting can be damaged by sparks and heat. Weldsafe matting can withstand heat,
sparks, and heavy work in areas that traditional matting falls short.

- Ignition point of over

- 500 Fahrenheit

- Unparalleled customization
- Best Nitricell Sponge

- Available in 2 thicker options
- NSFI Certified

Standard sizes available in 1’ increments up to 75’
Need a custom size, shape or configuration? We have you covered!

SIZE THICKNESS COLOR ITEM NUMBER SIZE THICKNESS COLOR ITEM NUMBER
2'x3 1" BK 447.78x2x3BK 2'x3’ 11/16” BK 447.916x2x3BK
3'x5 1" BK 447.78x3x5BK 3'x5 11/16” BK 447.916x3x5BK
3'x75 1" BK 447.78x3x75BK 3'x75 11/16" BK 447.916x3x75BK
2'x 75 1" BK 447.78x2x75BK 2'x 75 11/16" BK 447.916x2x75BK
4'x75 1" BK 447.78x4x75BK 4'x75 11/16" BK 447.916x4x75BK
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